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1. Safety precautionary measure

! WARNING

1. This air conditioner is a comforting unit which cannot be used in any
special place for storing machines, precise instruments, food, plants, 
poultries or artworks, etc.

2.The installation work must be done by the distributor or a professional
worker.

3.The installation worker must be equipped with all related knowledge as
a wrong operation may cause fire risk, electric shock, injury or water 
leakage, etc.

4.If the unit is to be installed in a small room, suitable measures shall be
taken to make sure any refrigerant leakage concentration if happened in 
the room will not exceed the critical level.

5.For detailed measures, place consult with the distributor.

6.Connection of power supply must be complying with rules specified by
the local electrical authority.

7.If the air conditioner is to be moved or reinstalled, please let the
distributor or a professional worker operate.

Incorrect installation will cause fire risk, electric shock, injury or water 
leakage, etc.

8. The user is not permitted to rebuild or repair the unit of own
accord.Incorrect repairing will cause fire risk, electric shock, injury or 
water leakage, etc, so repairing must be performed by the distributor or a 
professional worker.  

9. The A-weighted sound pressure level is below 70dB.

10.This appliance is intended to be used by expert or trained users in
shops, in light industry and on farms, or for commercial use by lay 
persons.

11.The appliance shall be disconnected from its power source during
service and when replacing parts and, if that the removal of the plug is 
foreseen, it shall be clearly indicated that the removal of the plug has to 
be such that an operator can check from any of the points to which he has 
access that the plug remains removed.

12.The appliance shall be maintained by the professional every three
years.
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1.Make sure the water drainage ditch is useable.

2.Make sure a current leakage protection switch is equipped.

3. The current leakage protection switch must be equipped or there may
be an electric shock.

4.It mustn't be installed in any position with potential leakage of
inflammable gas.

5.If any inflammable gas leaks, there may be a fire risk around the
indoor unit.

6.Make sure the foundation installation or suspending installation is firm
and reliable.

7.If the foundation or suspension is not firm and reliable enough, there
may be a fall accident.

8. Make sure all electric cables are correctly connected.

9.If any electric cable is incorrectly connected, any electrical part may be
damaged.

10.If the refrigerant leaks during installation, the room must be ventilated
at once.

11. The leaked refrigerant may generate some toxic gas if it contacts any
flame.

12.After installation, make sure there is no refrigerant leakage.

13. If the refrigerant gas enters and contacts some flame source such as
a heater, a stove or an electric cooker, it may generate some toxic gas.

14.A lightning protection device must be equipped as per the applicable
national regulation, or the machine may be damaged by a lightning strike.

! NOTICE

2. Key points in installation inspection

2-1 Receival and unpacking inspection

1) When the machine is received, check if there is any damage in
transportation. If any surface or internal damage is found, please inform 
the transportation agency in a written form.

2) After the machine is received, check if the device type, specification
and quantity are complying with the contract.

3) When unpacking the product, please well keep the instruction manual
and check all accessories.

2-2 Refrigerant tube

1) The refrigerant tube installation must be performed by the special
refrigerant dispenser (separately ordered) for the manufacturer central air 
conditioner.

2) The refrigerant tube must be of the specified tube diameter and tube
wall thickness.

3) Copper tube welding must be performed with nitrogen filled
protection, and the tube must be filled with nitrogen gas of 0.02MPa which 
cannot be cut off until welding is completed and the copper tube is 
thoroughly cooled down.

4) The refrigerant tube must be treated with thermal insulation.

5) After the refrigerant tube is installed and before gas tightness test and
vacuumization, the indoor unit cannot be electrified.

2-3 Gas tightness test
2After the refrigerant tube is installed, nitrogen gas of 40kgf/cm  (4.0MPa)

must be filled from the gas side and liquid side at the same time for 24-
hour gas tightness test.

2-4 Vacuumizations

After the air tightness test, vacuumization (vacuum degree -0.1MPa)
must be performed from both the gas side and the liquid side at the same 
time.

2-5 Refrigerant refilling

1) The volume of refrigerant to be refilled is calculated on the diameter
and length (actual length) of the tubes at the outdoor unit and indoor unit 
liquid side.

2) The volume of refrigerant to be refilled, liquid tube diameter, tube
length and height difference between the outdoor unit and indoor unit 
shall be recorded on the confirmation table (on the cover of the electrical 
box) for future reference.

2-6 Electrical wiring

1) The selection of power supply capacity and wire diameter shall be
complying with the design manual. The diameter of power supply cable 
for an air conditioner is usually larger than the diameter of motor cable.

2) To prevent any disoperation of the air conditioner, the power supply
cable (380-415V 3N～) can not be twisted with any connecting cable of
outdoor unit and indoor unit (low voltage cable).

3) The indoor unit can be electrified after gas tightness test and
vacuumization.

4) The location of outdoor unit must be set, as shown in Chapter 5.4, and
the SW6 dialing code must be set within 0~3, in which, 0# is the
dominating unit and others are dominated units.

2-7 Trial running

1) The two pieces of pearl cotton protecting the condenser at the back of
the unit shall be removed before trial running. They must be taken out
carefully so as not to damage the fins or the performance of thermal
exchange will be influenced.

2) Trial running cannot be started unless the outdoor unit is electrified
and preheated for more than 12h, or the system may be damaged.

1.The products are not to be connected to public low voltage a.c
distribution systems.

2.The appliance shall be installed in accordance with national wiring
regulations.

3.Stationary appliances not fitted with means for disconnection from the
supply mains having a contact separation in all poles that provide full 
disconnection under overvoltage category III, the instructions state that 
means for disconnection must be incorporated in the fixed wiring in 
accordance with the wiring rules.

4. If the supply cord is damaged, it must be replaced by the
manufacturer, its service agent or similarly qualified persons in order to 
avoid a hazard.

5.This appliance can be used by children aged from 8 years and above
and persons with reduced physical, sensory or mental capabilities or lack 
of experience and knowledge if they have been given supervision or 
instruction concerning use of the appliance in a safe way and understand 
the hazards involved.

6.Children shall not play with the appliance.

7. Cleaning and user maintenance shall not be made by children without
supervision.

8. GWP:R410A:2087.5.

9.Disconnect the power supply before cleaning and maintenance.

! NOTICE







Fig. 3.12 2 rows 

>
1

0
0

0
m

m

Front Front

Front Front

Front Front

>1m

>1m

>1m

>
1

m
>1

m
>

1
m

>1
m

>1m

100 500mm～

>
1

m

>
1

m

Front Front

Front Front

>
1

m
>

1
m

>
1

m

>1m

>1m

100 500mm～

>
8

0
0

m
m

H h
H
-

h

Fig. 3.10 Installation space of outdoor unit 
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Fig. 3.13 More than 2 rows
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Fig.3.15 Barrier above outdoor unit

1. If there is material stacked around the outdoor unit, the stack height
(H-h) must be 800mm below the top of the outdoor unit. If the height is
lower than the specified size, a mechanical ventilating device must be
attached.

! NOTICE

3-11 Snow-drift control device

A snow-drift control device must be installed in snowing area (see the
figure at right, as some failure may be happen if there is no completed
snow control system). To avoid snow accumulation, a high support must

be set for installing snow sheds at the air inlet and air outlet. See Fig.3.16.

3-12 Installation of outdoor unit wind scooper

The wind scooper is provided in field installation, and when installing,
the screen shield shall be removed, and then the wind scooper can be 
installed as per the following two plans.

Snow shed at air inlet Snow shed at air outlet

Snow shed at air inlet

Fig.3.16 Snow-drift control device
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1. The screen shield must be removed before installing the wind scooper,
or the air output will be influenced.

2.If the shutter is installed, the air output will be influenced, and the
refrigerating or heating capacity and efficiency will be degraded; a larger
shutter angle will cause a larger influence, so it is not recommended to
use a shutter, and if must, the shutter angle must be controlled within 15 .

3. The air duct can only have one bend (shown as the figure above), or
the machine operation will be degraded.

°

! NOTICE

3-13 Valves
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Fig.3.29 Valves

Service needle valve
pressure detection
refrigerant refilling

High-pressure stop valve
Connected to the
 liquid side piping

Low-pressure stop valve
Connected to the gas side piping

R R magnified

This drain valve is only  
applicable for 26~90kW 

1990
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Outdoor unit(one or more connected)

Actual

Equivalent

Outdoor bottom

Tab.4.1 Refrigerant tube length and height difference

Remark: the equivalent tube length of the manifold is 0.5m.

配管部分（按例图4-1）

Total tube length
(Total extension)

Longest tube
 length (L)

1000m(Please refer to following
 condition 2 of notice 4 

200m

240m(
)

Please refer to
 following notice 1

90m(
)

Please refer to
 following notice 4

110m

 40m

L7+L8+L9+L10+i

L1+L7+L8+L9+L10+   (For the pipe diameter 
requirements, please refer to the diameter 
determinationof the outdoor pipe connection pipe.)

i

L1+(L2+L3+L4+L5+L6+L7+L8+L9+L10+L11
+L12)x2+a+b+c+d+e+f+g+h+i+j+k+l+m
L1+(L2+L3+L4+L5+L6+L7+L8+L9+L10+L11
+L12)x2+a+b+c+d+e+f+g+h+i+j+k+l+m

100m

Please refer to following notice 3
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Fig.4.1 Refrigerant tube length and height difference 
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1.The converted length of the manifold is equivalent to 0.5m.

2.The indoor units should be installed equally on both sides of the U-shaped manifold.

3.When the outdoor unit is below and H is higher than 40m, the liquid pipe of the main pipeline needs to be increased by one size.

4.The allowable length of the first manifold assembly connected to the indoor unit should be equal to or less than 40m.But when all

the following conditions are met, the allowable length can be extended to 90m.

! NOTICE

4-1 Refrigerant tube length and height difference

4. Design of refrigerant tube

1. All manifolds must be the special manifolds provided by the  manufacturer, or some serious failure may occur to the system!

Indoor units shall be uniformly installed at both sides of the "U" shape manifold.2.

! NOTICE

L1+(L2+L3+L4+L5+L6+L7+L8+L9+
L10+L11+L12)x2+a+b+c+d+e+f+g

+h+i+j+k+l+m≤1000m

Conditions

3.The length between indoor unit and nearest
is less than or equal to 20m.

manifold 
assembly is  

1. he first 
 and the last needs to be 

increased.  (Please make the tube on site)
If the main branch is  same  as the main tube, then 
no need to increase it.

The diameter of all the main branch tube between t

diameter of 

manifold assembly manifold assembly 

2.When calculating the total extension length,  The actual length 
of  must be doubled.
(Except for main tube and branch tube without increasing the
pipe diameter.  )

the above main branch tube 

N9

L7+L8+L9+ +i 90m
L2,L3,L4,L5,L6,L7,L8,L9,
The diameter of above main 
branch tube need to be 

L10 ≤
L10,L11,L12

increased

a,b,c...m≤20m
(For tube size, please refer to 
Table 4.4)

Increase tube size as shown below
φ9.5→ 12.7 φ φ12.7→φ15.9 φ15.9→φ19.1 
φ19.1→φ22.2 φ22.2→φ25.4φ25.4→φ28.6 
φ31.8→φ38.1 φ38.1→φ41.2
φ41.2→φ44.5 φ44.5→φ54.0 

Figure 4-1

Legend

4.The difference between [the length between outdoor and
furthest indoor] and [

40m。
the length between outdoor and nearest

indoor] is less than or equal to 

5. All manifolds  must use our special tube. Failure to operate in accordance with this requirement may lead to serious system failure! 

i

L5

L3

The furthest indoor N9
The nearest indoor N1
(L1+L7+L8+L9+L10+i)-
(L1+L2+L3+a)≤40m





4-7 Selection of parallel tube assembly and parallel tube diameter for outdoor units

Please select the tube as per the Tab.4.8.

4-8 Example of a whole pipeline

E.g.: A combination of two modules (67kW+61,5kW) is herein used for explaining the selection of
tubes.         Imagine the equivalent length of all tubes in the schematic system is larger than 90m.

1) Main branch tube for indoor units

1. The total capacity of downstream units N2 and N3 after the main tube L4 is 140+71=211, tube L4 is Ф19.1/Ф9.5, and manifold D is 

.

2. The total capacity of downstream units N1~ N3 after the main tube L3 is 140×2+71=351, tube L  is Ф28.6/Ф12.7, and manifold C is .3
3. The total capacity of downstream units N5~N6 after the main tube L3 is 140+28=168, tube L6 is Ф19.1/Ф9.5, and manifold F is .

4. The total capacity of downstream units N4~ N6 after the main tube L5 is 140×2+28=308, tube L5 is Ф22.2/Ф9.5, and manifold E is .

5. The total capacity of downstream units N1~N6 after the main tube L2 is 140×4+71+28=659, tube L2 is Ф28.6/Ф15.9, and manifold B is 
.

6. The total capacity of downstream units N  and N  after the main tube L  is 71+28=99, tube L10 is Ф15.9/Ф9.5, and manifold J is 9 10 10
.

. The total capacity of downstream units N ~N  after the main tube L  is 140+71+28=239, tube L9 is Ф22.2/Ф9.5, and manifold I is 7 8 10 9
.

8. The total capacity of downstream units N ~N  after the main tube L8 is 140×2+71+28=379, tube L8 is Ф28.6/Ф12.7, and manifold H is 7 10
.

9. The total capacity of downstream units N12 and N13 after the main tube L12  is 56×2=112, tube L12 is Ф15.9/Ф9.5, and manifold L is 
.

10. The total capacity of downstream units N11~ N13 after the main tube L11  is 140+56×2=252, tube L11 is Ф22.2/Ф9.5, and manifold K is 
.

11. The total capacity of downstream units N7~N13 after the main tube L7  is140×3+71+ 56×2+28=631, tube L7 is Ф28.6/Ф15.9, and manifold G is 
.

  12  The total capacity of downstream units  N1~N13 after manifold A is 140×7+71×2+ 56×2+28×2=1290, and manifold A is .

2) Main tube (refer to Tab.4.3/4.5/4.6)
The total capacity of upstream outdoor units before the main tube L1 in Fig.4.3 is 24+22=46HP, referring to Tab.4.5/4.6 it is known the gas tube/ liquid

tube=Ф38.1/Ф22.2 while the total capacity of downstream units is 140×7+71×2+56×28×2=1290, referring to Tab.4.3 it is known the gas tube/ liquid
tube=Ф38.1/Ф19.1, so according to the principle for selecting the larger one, the main tube specification is finally fixed in Ф38.1/Ф22.2.

3) Main tube for outdoor units

  Referring to <Installation Instruction of Outdoor Manifold>, it is known that Ф Ф Ф Ф

SP-FQG-

 N01D

SP-FQG-N03D

SP-FQG-N01D

SP-FQG-N02D
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SP-
FQG-N02D

SP-FQG-
N03D

SP-FQG-
N01D

SP-FQG-
N02D

SP-
FQG-N03D

. SP-FQG-N04D

g1: 38.1/ 19.1，g2: 31.8/ 15.9，L:SP-FQG-W2F.

Figure 4.3
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4-9 Removal of impurities and water in the tube
1) Impurities may enter when the refrigerant tubes are being installed, so they must be cleaned before tubes are connected to each outdoor unit.
2) The pipeline can be cleaned by high pressure nitrogen gas other than the refrigerant of any outdoor unit.

i

No. of outdoor units

Tab.4.8 Tube assemblies for multi-connected outdoor units  

Legend

2 sets

3 sets

Outdoor tube diameter (mm) Parallel manifold assembly Main tube

R
e
fe

r 
to

  
Ta

b
.4

.5
/4

.6

L+M:
SP-FQG-W3F or
SP-FQG-W3D

L:
SP-FQG-W2F or
SP-FQG-W2D

g3 g2 g1 Main tube

G1
L M

L
g1 g2 Main tube

Remark:Tube assemblies in the table above are the manufacturer special parts which must be separately ordered.

4 sets
g3 g2 g1 Main tube

G2L
N

g4

G1
M

L+M+N:
SP-FQG-W4D

L3

L5

g1、g2:
25,2kW-33kW: Ф25.4/Ф12.7；
40kW -67kW: Ф31.8/Ф15.9；
73kW-90kW: Ф38.1/Ф19.1；

g1、g2、g3:
25,2kW-33kW: Ф25.4/Ф12.7；
40kW-67kW: Ф31.8/Ф15.9；
73kW-90kW: Ф38.1/Ф19.1；
G1: Ф41.2/Ф22.2

g1、g2、g3:
25,2kW-33kW: Ф25.4/Ф12.7；
40kW- 67kW: Ф31.8/Ф15.9；
G1: Ф38.1/Ф19.1；
G2: Ф41.2/Ф22.2



4-11 Vacuumizing by a vacuum pump

1) The vacuum degree of the vacuum pump is -0.1MPa below and the
air flow rate is 40L/min above.

2) Vacuumization for the outdoor unit is unnecessary, and it is forbidden
to open the check valves at the gas side and liquid side of the outdoor 
unit.

3) Make sure the vacuum pump can reach -0.1MPa below within 2
hours, and if it fails to reach -0.1MPa below after 3 hours, it means some
water or air has mixed inside, and the pump and pipeline system must be
inspected.

1. Gas tightness test is performed by pressurized nitrogen gas (4.0MPa,
2i.e. 40kgf/cm ).

2. Gas tightness test cannot be performed by oxygen gas, inflammable
gas or toxic gas.

3. Gas tightness test must be performed by injecting the high pressure
nitrogen gas from the high pressure side and low pressure side at the
same time, or the indoor electronic expansion valve core may be
damaged by the excessively high pressure at one side.

4. The low pressure valve must be protected by piece of wet cloth during
welding.

! NOTICE

Fig.4.4 Gas tightness test

Nitrogen inlet

High pressure tube joint Low presser gas tube

High pressure liquid tube

Outdoor unit

Nitrogen inlet

Indoor unit

Low pressure tube joint

Correct mode

Fig.4.6 Mode 1

Connect the vacuum pump

Run the vacuum pump (>2h)

Stop the vacuum pump

Keep vacuum (>1h)

1. Close the pressure gauge valve.
2. Disconnect the pressure gauge
from the vacuum pump.
3. Shut down the vacuum pump

Keep running the vacuum pump
for 20~60min after the full vacuum
degree has reached -0.1MPa

Fig.4-5 Vacuumizing

4-12 Refrigerant refilling volume

The volume of refrigerant to be refilled (R410A) is calculated as per the
diameter and length of tube at the liquid side of the outdoor and indoor
units.

1.Refrigerant R410A must be weighed for refilling by an electronic
weigher in the liquid mode.

4-13 Key points for the installation of outdoor tubes

1) Tubes for outdoor units must be horizontally arranged (Fig.4.6 and
Fig.4.7), and no sagging is permitted in the middle section, as shown in
Fig.4.8.

2) Tubes for outdoor units cannot be higher than the tube interface of
each unit, as shown in Fig.4.9.

3) The manifold shall be installed as horizontally as possible, and the

angle error shall be controlled within 10 , as any fault may happen if it is
not correctly installed, as shown in Fig.4.10.

°

Diameter of tube at 
the liquid side(mm)

Ф6.35

Ф9.5

Ф12.7

Ф15.9

Ф19.1

Ф22.2

Ф25.4

Ф28.6

Tab.4.9 Refrigerant refilling volume

Refrigerant to be refilled for 
every 1m of tube length(kg)

0.022

0.057

0.110

0.160

0.210

0.360

0.680

0.520

Fig.4.7 Mode 2

Correct mode

4-10 Gas tightness test
1) When the indoor tube is connected, the high pressure tube can be

welded to the surface joint, as shown in the figure below.
2) Weld the low pressure tube to the surface joint, as shown is the figure

below.
3) Firstly, exhaust the system air from the valve core of the liquid-side

shut-off valve and the gas-side shut-off valve by a vacuum pump until the 
gauge pressure showing -1kg / cm2. 
4) Then shut down the vacuum pump, and charge 40kgf / cm2 nitrogen
from the valve core of the shut-off valve on both the gas and liquid sides, 
and maintain the pressure for 24 hours.

1. Tools and measuring apparatus for different refrigerants or directly
contacting the refrigerant cannot be mixed for using.

2. Refrigerant gas cannot be used for air impelling.

3. If the vacuum degree cannot reach -0.1MPa, please check if there is
some leakage, and if not, please make the vacuum further run for 1~2h.

! NOTICE

! NOTICE

Fig.4.8 Mode 3

Incorrect mode
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Fig.4.9 Mode 4

Incorrect mode



5-1 Spot inspection for outdoor unit(Tab.5.1)

Fig.4.10 Manifold assemblies  installtion

±10° ±10°

×
Incorrect Correct

Level

Fig.4.11 Installtion 1 Fig.4.12 2Installtion 

4) Manifold assemblies must be correctly installed to prevent oil
accumulation in the outdoor unit.

5. Electrical wiring

Tab.5.1 Descriptions for spot inspection

×

√

√

×

DisplayNo. Refernce values

Current frequency
(indoor unit quantity when unit 
in standby mode)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

This outdoor unit capacity 
address

Number of online outdoor units

Total capacity of outdoor units

Total capacity demand 
of indoor units
Amended capacity demand
for the master unit

Running mode

Output capacity of outdoor unit

Fan speed range 

High pressure value

Low pressure value

Current online 
units quantities

indoor 

Maximum online 
units quantities

indoor 

This outdoor unit address

Available for master unit only

Actual output HP

0-F,The corresponding number of
outdoor units is shown in the table 
on the nameplate of the outdoor unit
Available for master unit only
When paralleling, available for 
master unit only

Available for master unit only

0: Off or fan only 2:Cooling only 
3:Heating only 4:Forced cooling
5:Foeced heating

0~36

0, 1, 2, 3

Actual value= Display value * 
0.1 (Mpa)

Actual value= Display value * 
0.01 (Mpa)

Current total number of indoor units
communicating with outdoor units

The maximum total number of 
indoor units used to communicate
with outdoor units

Quantities of indoor 
units in operation 

Number of outdoor units 
in operation 
Total HP of outdoor units 
in operation

Current total number of indoor units 
with cooling or heating mode

Master-slave display 

Master  display only

25

26

27

28

Temperature of IPM A

Temperature of IPM B

Auxiliary valve adjustment interval

Superheat degree of compressor

Current of inverter compressor A
Current of inverter compressor B

Opening degree of EXV A

Opening degree of EXV C

0-OFF;1-Minimum opening;
2-Automatic adjustment

25,2-67kW:Actual value =Display 
value * 25,2; 73-90kW:Actual value 
=Display value * 8*6
Actual value =Display value * 8

29

30

31

32
33

34

35

36

37

38

39

40

41

42

43

44

46

47

53~
54

Priority mode

Silence mode

Static pressure mode

AC voltage
DC bus line voltage of 
compressor A

DC bus line voltage of 
compressor B

Secondary side current of inverter
compressor A
Secondary side current of inverter 
compressor B

VIP indoor unit address

Refrigerant status

T2B condition A

Energy saving value

T2B correction plus or minus

T8 

Compressor A &B drive code

Maximum defrost time

0: Auto prority 1:Heating priority 
2:Cooling priority 3:Heating only 
4:Cooling only
5: VIP priority and auto priority
0:Standard mode 
1: Silence mode1 
2: Silence mode2 
3: Silence mode3
4:Night silence mode

0:
1: Low pressure 
2: Medium pressure 
3:High pressure
4:Super high pressure

Standard mode

Actual value (V)

0: Normal 1: Excessive refrigerant 
2: Serious excessive refrigerant 
11: Lack of refrigerant 
12: Lack of much refrigerant 
13: Lack of too much refrigerant

Factory default 100%, 
setting range: 100%-40%

1: AA55     4:VC060     6: DC80  

Refrigerant cooling copper tube 
temperature

52

55~

Actual value ( ) , Internal 
temperature of IPM

℃

Actual value ( )℃  , Internal 
temperature of IPM
Actual value ( )℃

Actual value (A)
Actual value (A)

Actual value (A)

Actual value (A)

Actual value =Display value * 4(V)

Actual value =Display value * 4(V)

0-No correction
4-Unit number correction
(No T2B average correction)
5-Number of units+T2B average
correction+3
6-Number of units+T2B

12
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Factory default 8,
 setting range: 5-15

T2 condition B
Factory default 44, 
setting range: 40-5045

Factory default 10 minutes, 
setting range: 5-20 minutes

48 Defrosting T3 temperature exit 
condition 

Factory default 15℃,  
setting range: 10-18℃

49 Allowed offline time of indoor unit
Factory default 60 minutes, can 
be set as 60,120,180,240,480

50 Number of allowed offline 
indoor units 

Factory default 2, 
setting range: 0-6

Reserved51 Reserved

Reserved Reserved

7: DD98     8:VC070 56

Frequency limitation of inverter
compressor A&B

0: Unlimited frequency   
1: T4 frequency limiting   
2: Pressure frequency limiting 
3: Voltage frequency limiting  
4: Exhaust frequency limiting   
5: Current frequency limiting
6: P6  frequency limiting   
7: Module temperature  limiting

57~
58

Reserved Reserved59

Last time error fault or protection
code

No protection or fault display 0060
17

Average temperature of 
evaporators T2/T2B Actual value ( )℃

18

19
20

21

22

23

24

Temperature of condenser 
outlet  T3
Ambient temperature T4

Inlet temperature(T6A) of 
plate heat exchanger
Outlet temperature(T6B) of 
plate heat exchanger
Discharge
inverter compressor A

 temperature of  

Discharge temperature of  
inverter compressor B

Temperature of T5 sensor

Actual value ( )℃

Actual value ( )℃

Actual value ( )℃

Actual value ( )℃

Actual value ( )℃

Actual value ( )℃

(Reserve )actual value (℃)

1. At standby, it displays the number of indoor units, and when there is a
demand for capacity, it displays the running frequency of the compressor
(number of indoor units means the number of units communicating with
the outdoor unit).

2. Outdoor unit running mode: 0-Off/Fan mode; 2-Cooling; 3-Heating; 4-
Forced cooling.

3. Indoor unit running mode limit: 0-auto priority; 1-heating priority; 2-
cooling priority; 3-heating only; 4-cooling only; 5-VIP priority and auto
prority.

! NOTICE



The night time isselected as 6h/10h
(factory default)

The night time is selected as 8h/10h

The night time is selected as 6h/12h

The night time is selected as 8h/8h

1 2 3

ON DP

SW4

Standard static pressure
 (factory default)

Low static pressure

Middle static pressure

High static pressure

Silence

High silence

The start time is set as 12 minutes, 
without anti-snow function

 (factory default)

The start time is set as 7 minutes,
without anti-snow function

SW4

SW5

LegendSN Function

Night silent mode and
automatic addressing

(factory default)

Night silent mode and non
automatic addressing

Non night silent mode and non
automatic addressing

Reserved

Non night silent mode and
automatic addressing

Auto priority
 (factory default)

The start time is set as 12 minutes,
with anti-snow function

The start time is set as 7minutes, 
with anti-snow function

SW7

SW8

SW9

Tab 5 2 Dialing code. .   1

Reserved

SW12

SW13

Continue Tab.5.25-2 Dialing code indication mark

See Tab.5.2 and Tab.5.3. LegendSN Function

The night time silent
mode selection

Static Pressure set 
selection

Start time set and 
anti-snow function

Night and 
address 

setting function

silent 

Mode selection

Fan motor selection

Power check
 function

Definition

Definition

Cooling only

Super-silence

Super static pressure

Heating priority

Cooling priority

Heating only

SW9 Mode selection

Reserved

Reserved

Reserved

Tab 5 3 Dialing code 2. .   

Master Slave 1 Slave 2 Slave 3

SW6 Outdoor address setting

SW11 Outdoor capacity setting

0
1

2
3 4 5

6
7
8

9
A

BCD
E

F

0 1 2 3

25,2kW 28kW 33kW 40kW

0 1 2 3

45kW 50kW

4 5 6 7

56kW 61,5kW

67kW 73kW 78,5kW 85kW

8 9 A B

90kW

C

VIP No.63 address
&Automatic priority

D

Reserved

E F

Reserved Reserved

Remark: Dialing operation cannot be performed unless the power supply 
is cut off.

1 2 3

ON DP

SW4

1 2 3

ON DP

SW4

1 2 3

ON DP

SW4

1 2 3

ON DP

SW5

1 2 3

ON DP

SW5

1 2 3

ON DP

SW5

1 2 3

ON DP

SW5

1 2 3

ON DP

SW5

1 2 3

ON DP

SW5

1 2 3

ON DP

SW5

1 2 3

ON DP

SW5

SW7

ON

1 2

SW7

ON

1 2

SW7

ON

1 2

SW7

ON

1 2

1 2 3

ON DP

SW8

1 2 3

ON DP

SW8

1 2 3

ON DP

SW8

1 2 3

ON DP

SW8

1 2 3

ON DP

SW8

1 2 3

ON DP

SW9

1 2 3

ON DP

SW9

1 2 3

ON DP

SW9

1 2 3

ON DP

SW9

1 2 3

ON DP

SW9

1 2 3

ON DP

SW9

1 2

ON

SW12

1 2

ON

SW12

1 2

ON

SW13

1 2

ON

SW13

0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F

0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F

0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F

0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
0
1

2
3 4 5

6
7
8

9
A

BCD
E

F

0
1

2
3 4 5

6
7
8

9
A

BCD
E

F
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5-3 Parameter check instructions

1) Historical error code query

1. Press 'CHECK_A' or 'CHECK_B' button to item 60, this is the recent
error code:

2. Long press 'COOL' button for 3s, enter historical fault query.
 Press 'CHECK_A' or 'CHECK_B' to switch the fault number, 'N1.' 
indicates the second to last fault; 'N2.' indicates the third last fault, and so 
on. 'N63.' is the last fault, up to 64 historical faults can be stored, and 
historical faults can be saved even after power failure. 
 After entering the fault record query, if without any operation within 20s, it 
automatically returns back to the frequency display or standby display.

2) Parameter setting at project site
1. In normal display state, long press 'COOL' button for 3s, enter

parameter setting function:SHx is displayed ('x' means number), short 
press 'COOL' button to switch the parameter items, such as from SH1-> 
SH2-> SH3...

2. Each parameter item can be changed by pressing 'CHECK_A' or
'CHECK_B' button. After setting parameter, there is no operation within 
10s, the setting will be saved automatically. After 20s without any 
operations, it will automatically return to the frequency display or standby 
display.
     SH1: Cooling T2B target value A (unit: ° C, range: 5-15), the factory 
default is 8 ° C;
     SH2: Heating T2 target value B (unit: ° C, range: 40-50), the factory 
default is 44 ° C;
     SH3: Power saving mode value C (range: 40-100), it means that the 
outdoor unit can output 40%, 50%, 60%, 70%, 80%, 90%, 100%, and the 
factory default is 100%;
     SH4: Auto charging refrigerant function (range: 0&1), the factory 
default is 0, there is no auto charging refrigerant function, SV10 valve is 
always closed. '1' means there is auto charging refrigerant function, SV10 
valve can be turned on or off according to the relevant date judgment. 
This parameter will turn to '0' if powered off, that means no power off 
memory function.
     SH5: The Longest defrosting period (unit: min, range: 5-20), the factory 
default is 10 minutes.
     SH6: Exit defrost temperature T3 value, (unit: ° C, range: 10-18), the 
factory default is 15 ° C;
     SH7: Allow indoor unit offline time value, (unit: min, range: 60-480), 
you can choose from 8 values of 60, 120, 180, 240, 300, 360, 420, 480. 
The factory default is 60 minutes;
     SH8: Allow indoor unit offline quantity value, (unit: pcs, range: 0-6), the 
factory default is 2;
     SH9: Reserved.

3) Forced cooling
Short Press 'COOL' button to enter forced cooling.

stThe 1  time press is forced cooling, 'dH' is displayed.
ndThe 2  time press is to exit forced cooling to standby state.
thThe 3  time press is forced cooling, and so on.

Forced cooling will automatically exit after 1 hour.

5-5 Electrical system and installation

1) Precautions in electrical wiring

1. The power supplies for indoor unit and outdoor units shall be
separately designed.

2. The power supply must be designed with special branch circuit, and
equipped with current leakage protector and manual switch.

3. Power supply, current leakage protector and manual switch
connected to the same outdoor unit must be with the versatility. (The 
indoor unit power supply in the same system must be in the same circuit 
and switched on or off at the same time, or the system service life may be 

shortened and the machine may fail in starting up.)

4. The indoor and outdoor connecting and wiring system shall be
included in the same system with the refrigerant tube system.

5. To reduce the interference, the indoor and outdoor signal line shall be
the 2-core shielded cable other than unshielded multi-core cable.

6. Electrical wiring shall be performed according to national related
standards.

7. Electrical wiring must be done by a professional electrician. Supply
cords of parts of appliances for outdoor use shall not be lighter than 
polychloroprene sheathed flexible cord (code designation 60245 IEC 57).

8. The indoor unit and outdoor unit must have a reliable grounding wire,

2) Power supply cable for outdoor unit
1. Power cable diameter and air circuit selection

 Recommended 
cable diameter
(mm²)( 20mm)<

25,2kW

33kW
40kW

Power
supply

380V3N～50Hz 6.0×5

Manual 
switch(A)
Capacity

32

32

32

50

Current 
leakage
protector

100mA
<0.1sec

Type

  Item

Tab.5.4 Power supply cable for outdoor unit

28kW

1. Each unit has a separate power supply, so the electrical wiring for

each unit shall comply with the corresponding standard.(Tab.5.4)

2. The diameter and continuous length of cables in the table is for the
situation when the voltage drop is within 2%, and the cable diameter shall
be selected as per the related specification if the continuous length goes
beyond the value in the table.

! NOTICE

5045kW

6.0×5

6.0×5

10.0×5

10.0×5

380V3N～50Hz

380V3N～50Hz

380V3N～50Hz

380V3N～50Hz

50kW

61,5kW
67kW

380V3N～50Hz 16.0×5 63

63

63

63

56kW

6373kW

16.0×5

16.0×5

16.0×5

16.0×5

380V3N～50Hz

380V3N～50Hz

380V3N～50Hz

380V3N～50Hz

78,5kW
85kW

63

80

8090kW

16.0×5

25.0×6

25.0×5

380V3N～50Hz

380V3N～50Hz

380V3N～50Hz

5-4 Terminal functions

See Fig.5.1 and Fig.5.2.

L1 L2 L3 N

380-415V 3N～ 50Hz

Fig.5.1 Power supply terminal

Fig.5.2 Communication terminal

K1K2 E O A E X Y E P Q E A B E H1H2E

MODBUSCN30 CN28
CN11 CN13

ODU

ODU 
Monitor

Digital 
Ammeter

IDU
 COMM.

Modbus
 COMM. 

ODU 
COMM.

ADU
Centralized
Controller
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Fig 4 Power supply device 2.5.   

Fig.5.5 Indoor unit power supply

3) Cable of power supply for indoor unit

Indoor unit power supply

Current leakage protector

Manual switch Splitter box

 Indoor unit  Indoor unit  Indoor unit  Indoor unit  Indoor unit

 Indoor unit  Indoor unit  Indoor unit  Indoor unit  Indoor unit

Incorrect Mode

Ground wire2

a

L1
L2
L3
N
PE

Ground wire1

Inrush
current

Lightning
protection
device

Current leakage
 protector
Manual switch

Distribution 
Transformer

O
u
td

o
o
r

p
o
w

e
r 

su
p
p
ly

3
8
0
V
 3

N
～

 5
0
H

z

Line splitter

! NOTICE

1. It is forbidden to connect the ground wire of the lightning protection device to the machine casing. The ground wire of the lightning protection
device must be configured separately from the power supply ground wire.

2. Outdoor unit power wiring

Fig Power supply device 1.5.3  

Correct Mode

O
u
td

o
o
r

p
o
w

e
r 

su
p
p
ly

3
8
0
V
 3

N
～

 5
0
H

z
B

u
ild

in
g

a

Current leakage
 protector
Manual switch

L1
L2
L3
N

PE

Distribution 
Transformer

Line splitter

Lightning
protection
device

Ground wire

Ground wire1 Ground wire2 Ground wire2
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1. The refrigerant tube system, indoor unit  indoor unit, and indoor unit  outdoor unit connecting and signal lines are designed in the same system.

2. All indoor units of a same system must be fed by the uniform power supply.

3. When the power supply line is parallel with the signal line, they must be isolated by cable chutes and spaced in an enough distance. (Power supply
line space: 300mm for 10A below, 500mm for 50A below)

4. When multiple outdoor units are parallel connected, the addresses for outdoor units must be correctly set.

! NOTICE

5-6 Signal cable between indoor and outdoor units

  1) 2-core shielded cable (≥0.75mm ) shall be used for the signal cable between indoor and outdoor units, the cable must be connected in correct
polarities, and the signal cable between the indoor and outdoor units can be only led out from the master outdoor unit. 

²

Fig.5.6 Signal cable between indoor and outdoor units

 Outdoor unit
(master)   Outdoor unit

(slave)

(Shielded cable connected to "E" on terminal block)Outdoor-outdoor signal line

(P Q E)

(P Q E)
Indoor-outdoor
signal line

(H  H  E)1 2(H  H  E)1 2 (H  H  E)1 2 (H  H  E)1 2

(Open)

 Indoor unit

Grouped control

  Outdoor unit
(slave)

  Outdoor unit
(slave)

5-7 Example for electrical wiring (Power supply 380-415V 3N～ 50Hz)

See Fig.5.7.

Remark:  

  Please add a 100Ω resistance between P and Q terminal of the last indoor unit when it  is needed  

(The communication is not stable or too many indoor units in one system).

L  1 L2 L3 N

L1 N H  1 H2 E P Q E N NH  1 H2 E P Q E H  1 H2 E P Q E

L N P Q E L N P Q E L N P Q E

Splitter boxSplitter box Splitter box

Splitter box

Power supply 415(380- V 3N  50Hz)L   L  L  N1  2  3  

 Outdoor unit(master)   Outdoor unit(slave)   Outdoor unit(slave)

Indoor unit Indoor unit Indoor unit

Indoor unit power supply line

Indoor-outdoor signal line

Outdoor-outdoor signal line

Shielded line Shielded line Shielded line

Shielded line

Shielded lineShielded line

Fig.5.7 Example for electrical wiring

Remark: 

1.When all the indoor part power consumption is too big , this connection method is not available;

2. When the 3 phase power supply is not stable , this connection method is not allowed;
3. In case of this problem as above , please power indoor and outdoor  part individually.

16
INSTALLATION MANUAL

L2 L3 L1 L2 L3 L1 L2 L3



6. Trial running

6-1 Inspection and confirmation before debugging

1) Check and make sure the refrigerating pipeline and communication
line between the indoor and outdoor units are in the same refrigerating
system, or some operation fault may occur.

2) The voltage power supply is within ±10% of the rated voltage.

3) Check and make sure the power supply line and control line are
correctly connected.

4) Make sure there is not short circuit before the system is electrified.

5) Make sure all units have passed the 24h nitrogen pressure
maintaining test (4.0MPa).

6) Make sure the system is fully vacuumized, dried and filled with the
refrigerant as per the specification.

6-2 Preparation before debugging

1) Calculate the amount of refrigerant to be refilled as per the field liquid
tube length.

2) Prepare the required refrigerant.

3) Prepare the system planar drawing, system pipeline drawing and
control line drawing.

4) Record the well set address codes on the system planar drawing.

5) Turn on the outdoor unit power supply switch in advance, and make
sure it is connected for more than 12h to make the heater heating the
compressor oil.

6) Fully open the outdoor unit gas tube check valve, liquid tube check
valve and oil balance valve, or the machine may be damaged.

7) Check if the phase sequence of the outdoor unit power supply is
correct.

8) Check if all dialing switches of the outdoor and indoor units are set as
per the product technical requirement.

6-3 Name filling of connected systems

When setting several indoor units, each connecting system of the indoor
unit and outdoor units shall be identified and named and recorded on the
nameplate of outdoor unit electrical control box cover.

Indoor unit type

Room name
E.g.: 1st system room(A) on floor 2
recorded as: -2F-1A

Fig.6.1 Name filling of connected systems

≤ critical concentration: 0.3[kg/m³].
B[m³]

A[kg]

Room of refrigerant leakage

 Outdoor unit

 Indoor unit  Indoor unit Indoor unit  Indoor unit

Fig.6.2 Refrigerant leakage

Indoor unit

a. Air exchange

b. Mechanical air ventilating device

Air inlet

Fig.6.3 Air exchange 

6-4 Precautions against refrigerant leakage

1) The refrigerant itself of this air conditioner is harmless, nonflammable
and safe.

2) The air conditioner room shall be of a suitable space size so that the
refrigerant concentration will not go beyond the limit even if leakage
happens, and some necessary measures can be taken additionally.

3) The critical gas concentration harmless for the human body is

0.3kg/m .

4) Confirm the critical concentration as per the following steps and take
necessary measures correspondingly.

1. Calculate the full volume of refrigerant to be filled (A[kg])

  Full refrigerant volume = refrigerant volume at delivery (see the 
nameplate) + refrigerant volume to be refilled for the corresponding tube 
length

2. Calculate the indoor cubage (B[m ]) (as per the minimum cubage)

3. Calculate the refrigerant concentration

³

³

5) Measures against exceeding the critical concentration

1. To control the refrigerant concentration below the critical
concentration, a mechanical air ventilating device shall be installed (for 
frequent air ventilating).

2.If frequent air ventilating cannot be realized, please install a leakage
warning and detecting apparatus interlinked with the mechanical air 
ventilating device.

3.The leakage warning and detecting apparatus shall be installed in a

place with dense refrigerant accumulation.

6-5 Hand over to the client

1) The Instruction Manual for the indoor unit, Instruction Manual for the
outdoor unit and Direction for Customer Service must be submitted to the
client.

2) Explain the content of Instruction Manual to the client carefully.
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INSTALLATION MANUAL

This  marking indicates that this product should 
not be disposed with other household wastes 
throughout the EU. To prevent possible harm to 
the  environment or human health from 
uncontrolled waste disposal, recycle it  
responsibly to promote the sustainable reuse of 
material resources. To return  your used device, 
please use the return and collection systems or 
contact the  retailer where the product was 
purchased. They can take this product for 
environmental safe recycling.

6-6 Correct  Disposal of this product







FRANÇAIS

Manuel d’Installation

U N I T É  E X T É R I E U R E  V R F

KM

GIAVN252T3KOMP | GIAVN280T3KOMP | GIAVN335T3KOMP 
GIAVN400T3KOMP | GIAVN450T3KOMP | GIAVN500T3KOMP 
GIAVN560T3KOMP | GIAVN615T3KOMP | GIAVN670T3KOMP 
GIAVN730T3KOMP | GIAVN785T3KOMP | GIAVN850T3KOMP 

GIAVN900T3KOMP





PORTUGUÊS

Manual de Instalação

V R F  U N I D A D E  E X T E R I O R

KM

GIAVN252T3KOMP | GIAVN280T3KOMP | GIAVN335T3KOMP 
GIAVN400T3KOMP | GIAVN450T3KOMP | GIAVN500T3KOMP 
GIAVN560T3KOMP | GIAVN615T3KOMP | GIAVN670T3KOMP 
GIAVN730T3KOMP | GIAVN785T3KOMP | GIAVN850T3KOMP 

GIAVN900T3KOMP





ITALIANO

Manuale di Installazione

U N I T À  E S T E R N A  V R F

KM

GIAVN252T3KOMP | GIAVN280T3KOMP | GIAVN335T3KOMP 
GIAVN400T3KOMP | GIAVN450T3KOMP | GIAVN500T3KOMP 
GIAVN560T3KOMP | GIAVN615T3KOMP | GIAVN670T3KOMP 
GIAVN730T3KOMP | GIAVN785T3KOMP | GIAVN850T3KOMP 

GIAVN900T3KOMP







ADVERTENCIAS PARA LA ELIMINACIÓN CORRECTA DEL PRODUCTO SEGÚN ESTABLECE LA DIRECTIVA EUROPEA 2002/96/EC.
Al final de su vida útil, el producto no debe eliminarse junto a los residuos urbanos. Debe entregarse a centros específicos de 
recogida selectiva establecidos por las administraciones municipales, o a los revendedores que facilitan este servicio. Eliminar 
por separado un aparato eléctrico o electrónico (WEEE) significa evitar posibles consecuencias negativas para el medio ambiente 
y la salud derivadas de una eliminación inadecuada y permite reciclar los materiales que lo componen, obteniendo así un ahorro 
importante de energía y recursos. Para subrayar la obligación de eliminar por separado el aparato, en el producto aparece un 
contenedor de basura móvil listado.

IMPORTANT INFORMATION FOR CORRECT DISPOSAL OF THE PRODUCT IN ACCORDANCE WITH EC DIRECTIVE 2002/96/
EC.
At the end of its working life, the product must not be disposed of as urban waste. It must be taken to a special local authority 
deifferentiated waste collection centre or to a dealer providing this service. Disposing of a household appliance separately avoids 
possible negative consequences for the environment and health deriving from inappropriate disposal and enables the constituent 
materials to be recovered to obtain significant savings in energy and resources. As a reminder of the need to dispose of household 
appliances separately, the product is marked with a crossed-outwheeled dustbin.

AVERTISSEMENTS POUR L’ÉLIMINATION CORRECTE DU PRODUIT AUX TERMES DE LA DIRECTIVE 2002/96 / CE.
Au terme de son utilisation, le produit ne doit pas être éliminé avec les déchets urbains. Le produit doit être remis à l’un des centres 
de collecte sélective prévus par l’administration communale ou auprès des revendeurs assurant ce service. Éliminer séparément 
un appareil électroménager permet d’éviter les retombées négatives pour l’environnement et la santé dérivant d’une élimination 
incorrecte, et permet de récupérer les matériaux qui le composent dans le but d’une économie importante en termes d’énergie et 
de ressources. Pour rappeler l’obligation d’éliminer séparément les appareils électroménagers, le produit porte le symbole d’un 
caisson à ordures barré.

ADVERTÊNCIA PARA A ELIMINAÇÃO CORRECTA DO PRODUCTO SEGUNDO ESTABELECIDO PELA DIRECTIVA EUROPEIA 2002/96/EC
No final da sua vida útil, o producto não debe ser eliminado juntos dos residuos urbanos. Há centros específicos de recolha 
selectiva estabelecidos pelas administrações municipais, ou pelos revendedores que facilitam este Serviço. Eliminar em separado 
um aparelho electrónico (WEEE) significa evitar possivéis consequências negativas para o meio ambiente e para a saude, derivado 
de uma eliminação incorrecta, pois os materiais que o compõem podem ser reciclados, obtendo assim uma poupança importante 
de energia e de recursos. Para ter claro que a obrigação que se tem que eliminar o aparelho em separado, na embalagem do 
aparelho aparece o símbolo de um contentor de lixo.

AVVERTENZE PER L’ELIMINAZIONE DEL PRODOTTO SECONDO QUANTO PREVISTO DALLA DIRETTIVA EUROPEA 2002/96/EC.
Al termine della loro vita utile, il prodotto non deve essere eliminata insieme ai rifiuti urbani. Deve essere consegnato a centri 
specifici di raccolta selettiva stabiliti dalle amministrazioni comunali o airivenditori che forniscono questo servizio. Eliminare 
separatamente un apparecchio elettrico o elettronico (WEEE) significa evitare eventuali conseguenze negative per l’ambiente e 
la salute derivanti da uno smaltimento inadeguato e consente di recuperare i materiali che lo compongono, ottenendo così un 
importante risparmio di energia e risorse. Per sottolineare l’obbligo di eliminare separatamente.

C/ Can Cabanyes, 88, Polígono Industrial Can Gordi. 08403 Granollers. Barcelona (Spain)
Tel (0034) 93 390 42 20  -  Fax (0034) 93 390 42 05

info@groupgia.com  -  www.groupgia.com

FRANCE
info.fr@giatsu.com

ITALY
info.it@giatsu.com

PORTUGAL
info.pt@giatsu.com
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